FIBERGLASS

Specifically designed to withstand the harsh Canadian climate.

Exceptional Security

Our full length steel reinforced wood
lock block offers exceptional security
while allowing a range of hardware
mounting options.

Energy Efficiency
Filled with an insulating core of 100%
CFC-free polyurethane foam, providing

two door skins together.

Performance

Rigid structure prevents bowing and
warping in extreme temperatures. The
fiberglass skins are resistant to dents,
dings, splintering, and corrosion.

Completely Waterproof

Our full length composite stiles and
rails provide complete waterproofing
for the door's insulation. These
stiles will not splinter like wood or
delaminate like steel.

Limited
Manufacturer's
Warranty

an excellent R rating, while bonding the

Composite Stile
LVL Reinforcing
Steel Reinforcing

CFC Free Polyurethane Core

- Environmentally friendly - 100% CFC free

- Rigid core to provide dimensional stability
- 6x more energy efficient than wood doors

Deeper Embossing Panel

Pre-pigmented smooth white skin
requires no painting and will not yellow

Composite Rail

Smooth white pre-pigmented
fiberglass doors have a warm
white finish to match the
composite frame and require no
painting. The doors will accept an
array of paint colours to match the
decor of your home.

Woodgrain textured fiberglass
doors have a realistic rich
appearance requiring paint or stain.
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Smooth White 0ak
Skin

Textured Woodgrain Options:

Rustic Teak 0ak
Mahogany



